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ARIANA overflow protection for additional safety 
A mixing device is essential for mixing emulsions and grin-
ding solutions. This allows fluids to be mixed in optimal con-
centration. However, any filling of coolant lubricant tanks 
and CNC machines poses a risk. For example, what if an 
operator forgets to turn off the water over a longer filling 
time? The tank will overflow and cleaning up the overflowed 
emulsion is usually costly and associated with a lot of work.

The solution: ARIANA overflow protection for coolant 
lubricants
ARIANA overflow protection for cooling lubricants auto-
matically shuts off the water supply when the desired fill 
level is reached. This is controlled and monitored by the 

high-quality float switch. In addition, an acoustic signal is 
emitted on the control module. The float switch is equip-
ped with a magnetic base which enables the device to be 
easily positioned even in hard-to-reach places. The control 
unit is also equipped with a magnet, which enables optimal 
monitoring and positioning on each drum.
Thanks to battery operation, there is no need to have a wall 
socket at hand and the drum can be placed on any machine. 
A LED lights up when the battery is low and signals the need 
for a battery change.

ARIANA overflow protection may be easily retrofitted to 
any ARIANA mixing device.



1/2“ connection  
for hose LW13

Water

Control unit with magnetic 
base, acoustic signal  
generator and 9V battery

Controlled with  
switch-off valve

Magnetic base

Flexible hose with float switch 
(overflow sensor)

Mixer, e.g.,  
special mono mixer,  
article no. 0512002

Coolant lubricant 
container and 

riser pipe

For machine 
(coolant lubricant 

mixture)
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SCOPE OF SUPPLY

•	Electronic alarm with automatic shutdown
•	Flexible hose with float switch (overflow sensor)
•	Battery

TECHNICAL DATA

•	9V block battery
•	1/2“ water connection
•	Operating temperature: -20 to +60°C
•	Max. water pressure 6 bar

E.G. AS AN ACCESSORY FOR THE FOLLOWING MIXERS

article description article no.
Special mono mixer 0512002
Mono mixer 0512000
Piston mixer 0514005
Duo mixer 0511000

Please note: An ARIANA mixer is not included in the supply package
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