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PRODUCT OVERVIEW

Emulsion Care Case
Item No. 0292000 Emulsion Care Case without Hand-held Refractometer 
Item No. 0292001 Emulsion Care Case with Hand-held Refractometer

Emulsion Care Case for the monitoring of emulsions or 
solutions according to TRGS 611 regulations

Includes
• ph Test Strips (100 pcs)
• Nitrite Test Strips (100 pcs)
• Nitrate Test Strips (100 pcs)
• Water Hardness Test Strips (100 pcs)
• Thermometer to determine bath temperature
• Plastic Cup for Sampling
• Plastic Bottles for sampling (3 pcs)

In the lid under the protective foam insert
• Care plan for cooling lubricants
• Maintenance Plan
• TRGS 611 Technical Regulations
• Operating instructions for Hand-held Refractometer 

Indicator Set
Item no. 0292054

Indicator Set for protection and monitoring in accordance  
with TRGS 611

Testing Equipment / Indicators
pH Indicator Strips 7.0. — 14.0
Item No. 0292050 (Pack of 100 strips) 

Nitrite Test Strips 0 – 25 mg/ l
Item no. 0292051 (Pack of 100 strips)

Nitrite + ph Test Strips  
Item no. 0292061 (Pack of 100 strips) 

Nitrate Test Strips 0 – 500 mg/ l 
Item no.. 0292052 (Pack of 100 strips) 

Water Hardness Test Strips 0 – 28° dH 
Item no.. 0292053 (Pack of 100 strips)

Cold Air Nozzle
Item no. 0331001

The Cold Air Nozzle is used for the selective cooling of metal 
or plastic parts on machine tools. The cold air allows cooling of 
specific points where lubricants or coolants are undesirable.

Able to cool down to -48°C (based on ambient temperature).
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PRODUCT OVERVIEW

Hand-held Refractometer, digital
Item no. 0521015

The digital Hand-held Refractometer is an essential instrument  
used to check the emulsion and/or grinding solution, allowing 
speedy measurement of the emulsion concentration. 

Measuring Range 0 – 70°

Special Mixing Unit
Item no. 0512002

Optimum concentration of emulsions and grinding solutions is  
achieved using this mixer. Suitable for 5, 10, 25, 60 and 200 l  
containers. It is supplied with the accessories required for the  
application in question.

Mixing volume 270 l/h

Piston Mixer
Item no. 0514005

Using the Piston Mixer, it is possible to mix emulsions and grinding  
solutions.  Can be used for drums holding 60, 204 l  as well as for 1,000 l 
containers.

It is powered by water pressure. The delivery hose can be extended as 
required. It is supplied as standard without the delivery hose, but may be 
supplied with delivery hose on request.

3 versions: Mixing volume 270 l/h, 2,500 l/h or 10,000 l/h

Fill Level Indicator
Item no. 0513523

Ideal fill level indicator for greater transparency when handling drums. 
The volume scale displays the contents of the drum. Can be used for 
standard 200 l drums and 60 l garage drums. Suitable for non-corrosive 
fluids such as cooling lubricant concentrates, emulsions, oils, antifreeze 
agents, fuel oil and other liquid media.

Hand-held Refractometer, analogue
Item no. 0521000 (0 - 32°)  
Item no. 0521001 (0 - 15°)

The analogue Hand-held Refractometer is an essential instrument 
used to check the emulsion and/or grinding solution, allowing speedy 
measurement of the emulsion concentration.

Measuring range 0 – 15° or 0 – 32°
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PRODUCT OVERVIEW

Power Vac Pump
Item no. 0321000

The Power Vac Pump is a dual-action suction and pressure pump, powe-
red by compressed air. The Power Vac Pump is used to fill or empty con-
tainers of lubricants and coolants. The user can reverse the function 
simply by turning the knob.

Swarf Removal Hook
Item no. 0541500, 0541300, 0541400 
With protective guard and tip at 90° angle

The Swarf Removal Hook is used to remove swarf where access is  
difficult. The guard protects against injury.

Available in lengths of 175 mm, 300 mm and 500 mm.

Accessories: Shovel for Swarf Removal Hook (Item no. 0541309-2)

Band Skimmer
Item no. 0541022.2

The Band Skimmer is used to remove the oil floating on the 
surface of emulsion on machines filled individually.
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Magnetic Swarf Collector with Protective Guard
Item no. 0541801

For the removal of magnetic swarf and small parts where 
access is difficult. The Swarf Collector’s integrated perma-
nent magnet attracts all the magnetic materials. The chips 
drop out when the handle is pulled out of the permanent 
magnet and can be swept into the collector vessel. There is 
also a guard at the end of the handle to prevent injury.

Magnetic force: 19.3 Kg



PRODUCT OVERVIEW

Overflow Protection Siren
Item no. 0513512

Characteristics
• Acoustic fill level control on your machine tool
• No unnecessary cleaning of the hall from containers overflowing
• Very good control of the maximum or minimum fill level
• Easily secured by means of magnetic disk
• Powered by a 9 volt battery.

Maintenance Station for cooling lubricants R-1000
Item no. 0541130

The ARIANA R-1000 Maintenance Station ensures the optimum cleaning 
and maintenance of emulsions or solutions during  the production pro-
cess. This therefore greatly increases the holding times and keeps the 
cost of disposal to a minimum.

Maintenance Station for Cooling Lubricants R-3000
Item no. 0541000

The ARIANA R-3000 Maintenance Station ensures the optimum clea-
ning and maintenance of emulsions or solutions during the production 
process. This therefore greatly increases the holding times and keeps 
the cost of disposal to a minimum.

Benefits
• Simultaneously removes foreign oils and solids 
• Operates automatically in bypass mode. no personnel required
• Prevents odour formation and risk of infection
• Extends the holding time of lubricants and tools
• Reduces cost of disposal
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PRODUCT OVERVIEW

Mobile KSS Mixer Trolley
Item no. 0555020

The ARIANA mobile cooling lubricant mixer makes the mixing and refil-
ling of the cooling lubricant directly at the machine significantly easier.
This saves time and money.

Benefits
• Clean filling
• Speedy
• Safe mixing
• Maximum flexibility
• Easy to handle
• Efficient dosing

Automatic Overflow Protection
Item no. 0512004

A mixer is indispensable for mixing emulsions and grinding solutions.  
This ensures the liquids are mixed to optimum concentration. The 
ARIANA overflow shutoff can easily be retro fitted to any ARIANA 
mixer and effectively prevents the machine from overflowing. When 
the desired fill level is reached, the overflow shutoff automatically 
shuts off the KSS supply using the level switch.

KSS Emulsion Aerator
Ariana KSS Emulsion Aerator 3 versions  
Item no. 0541010 KSS Emulsion Aerator up to 350 l container 
Item no. 0541011 KSS Emulsion Aerator up to 500 l container 
Item no. 0541012 KSS Emulsion Aerator up to 1000 l container

The Emulsion Aerator guarantees the cooling lubricants are 
of a high quality by introducing atmospheric oxygen. The 
addition of oxygen and the ascending air bubbles produce 
circulation in the cooling lubricant emulsion, separating 
impurities such as foreign oils and suspended particles on 
the surface and counteracting bacterial infestation. A Band 

Model 350
Item no. 0541010  
KSS Emulsion Aerator  
up to 350 l container

Scope of delivery
• Ventilation unit and  
   1 ventilation plate 
• Timer

Accessories
• 2.5m Connecting cable 
• 1x 3m air piping

Model 500
Item no. 0541011 
KSS Emulsion Aerator  
up to 500 l container

Scope of delivery 
• Ventilation unit and  
   2 ventilation plates 
• Timer

Accessories
• 2.5m Connecting cable 
• 2x 3m air piping

Model 1000
Item no. 0541012 
KSS Emulsion Aerator  
up to 1000 l container

Scope of delivery 
• Ventilation unit and  
   4 ventilation plates 
• Timer

Accessories
• 2.5m Connecting cable 
• 4x 3m air piping

Skimmer or R-2000/R-3000 Maintenance Station can be 
used here to remove the impurities. Simple assembly and 
operation means the KSS Emulsion Aerator can be quickly 
used for its intended purpose by means of a timer switch. 
This provides an efficient cooling lubricant with a long ser-
vice life.

Side view Top view
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PRODUCT OVERVIEW

Cool-Line® MMS Spray System
MMS SINGLE spray system with solenoid, Item no:  0552000 
MMS DUO spray system with solenoid, Item no: 0552050 
MMS SINGLE spray system with round magnet, Item no: 0553000 
MMS DUO spray system with round magnet, Item no: 0553050

The Cool-Line MMS spray system offers optimum  
minimum-quantity lubrication according to the Venturi 
principle. The MMS spray system is available as a single 
spray (SINGLE) or double spray (DUO) version.

Cool-Line System 1/4“ Selection from the full programme 
Also available as 3/8“, 1/2“ and 3/4“ system

ALSO AVAILABLE AS 
SINGLE-VERSION

0211000-1 Jointed hose, 1/4“ approx. 31 cm long

0211010-1 Jointed hose, acid-resistant 1/4“ 
approx. 31 cm long

0211025-1 Jointed hose reel 1/4“ approx.  
25 m long, not shown

0211030-2 Clamp for 1/4“ system

0211100-4 Round nozzle ID = 1.6 mm, 1/4”

0211101-4 Round nozzle ID = 3.2 mm, 1/4”

0211102-4 Round nozzle ID = 6.4 mm, 1/4”

0211200-2 Flat nozzle IW 27 mm wide, 1/4”

0211201-2 Flat nozzle IW 32 mm wide, 1/4”

0211202-2 Flat nozzle 16 hole, ID = 1 mm, 1/4“

0211206-2 Flat nozzle 6 hole, 90°, 1/4“

0211300-2 
0211310-2

Y-distributor 1/4“ 
Y-distributor acid resistant 1/4“

0211414-1 Ring nozzle system 1/4“  
(16 modules) inc. end piece

0211600-2 
0211610-2 
0211601-2 
0211611-2

Shut-off valve for jointed hose 1/4“ 
Acid-resistant shut-off valve for 
jointed hose 1/4“
Shut-off valve ext. thrd. 1/4“ 
Shut-off valve acid resistant  
ext.thrd 1/4“

0212400-1 Triple support for T distributor 1/4“

0212500-1 Magnetic base

0212501-1 Mono-block distributor, 3 outlets 
1/4“ and int. thread 3/8“

0212502-2 T-joint ext. thread 1/4 and  2 int. 
thr. 3/8“

0212503-2 Metal ball valve int. and ext. 
thread 1/4“

0212504-2 Threaded double nipple 2 ext. 
thrd 1/4“

0212505-2 Threaded sleeve 1/4“ for 13mm 
braided hose

0212506-2 Reducing nipple ext. thread 1/4“, 
int.1/8“

0212507-2 
0212508-2

Threaded cap 1/8“  
Threaded cap 1/4“

0212509-2 Magnetic clamp, round,  
OD 63 mm, ID 18 mm

0212510-2 Check valve 1/4‘‘
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ARIANA Industrie GmbH 
Staufener Str. 2 
79427 Eschbach

T +49 (0) 7664 50 99 00-0 
F +49 (0) 7664 50 99 00-99

info@www.ariana-industrie.de 
www.ariana-industrie.de
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